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ISO 9001 / ISO 14001 certified company

Networking Ethernet switch industriali 
5, 8, 16 porte certificati UL
UL certified Industrial Ethernet 
Switches 5, 8, 16 ports

MODELLI
Models

10/100 MBits

ESNU5010 ESNU8010 ESNU16010

Codice - Code 3280050105 3280080105 3280160105

Tipo switch -Switch type Unmanaged industrial switches

Porte -Ports 5*10/100 Base-T 8*10/100 Base-T 16*10/100 Base-T

Protezione -Protection IP30

Installazione -Setting Guida DIN, montaggio a parete - DIN rail, wall mounting

Tipo di cavo e distanza - Cable type and distance Twisted-Pair 0÷100 m

Indicatori LED -LED indicators Power, On-Link/Flash-data tx-rx Power 1, Power 2, Fault, Link Active/Speed

Connettore di alimentazione - Power connector Morsetto, doppia alimentazione - Clamp, dual power supply 

Tensione d'ingresso - Input voltage 12 ÷ 48 VDC

Consumo energetico totale
Total power consumption

Max. 1,2 W Max. 3,5 W

Topologia network - Network topology Stella, Bus, Albero, Ibrida - Star, Bus, Tree, Hybrid

Funzioni supportate
Supported functions

MDI/MDI-X, Auto-Negotiation, Full/Half Duplex, Flow Control
MDI/MDI-X, Jumbo Frame,
Auto-Negotiation, Full/Half

Duplex, Flow Control

Dimensioni - Dimensions (W×H×D) 26 x 95 x 75 mm 30 x 140 x 95 mm 46 x 142 x 99 mm

Peso - Weight 0,30 kg 0,45 kg 0,63 kg

Temperatura operativa - Operating temperature -10°C... +65°C

Umidità relativa - Relative humidity 5% ~ 90%

Raffreddamento - Cooling Senza ventola, raffreddamento naturale - Fanless natural cooling

Conforme - Compliance CE EN55032/EN61000-6-4 Class A, FCC Part 15 Subpart B Class A, CE EN55024/EN61000-6-2

Certificazioni - Certifications UL / CE / RoHS / FCC

5 Porte - Ports 8 Porte - Ports 16 Porte - Ports

ESNU
Compatibili con una vasta 
gamma di protocolli 
fieldbus e tutti gli 
standard ETHERNET.

Compatible with a wide 
range of fieldbus protocols 
and all ETHERNET 
standards.





© DETAS SpA - Via Treponti, 29 - 25086 Rezzato (BS) ITALY
Tel. +39 030 2594120 - info@detas.com - www.detas.com
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Networking Ethernet switch industriali 
5, 8, 16 porte certificati UL
UL certified Industrial Ethernet 
Switches 5, 8, 16 ports
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ESNU5010 - 5*10/100 base-T
ESNU5100 - 5*Gigabit Base-T

ESNU8010 - 8*10/100 base-T
ESNU8100 - 8*Gigabit Base-T

ESNU16010 - 16*10/100 base-T ESNU16100 - 16* Gigabit Base-T

MODELLI
Models

1 Gigabit

ESNU5100 ESNU8100 ESNU16100

Codice - Code 3280051005 3280081005 3280161005

Tipo switch - Switch type Unmanaged industrial switches

Porte - Ports 5*Gigabit Base-T 8*Gigabit Base-T 16*Gigabit Base-T

Protezione - Protection IP30

Installazione - Setting Guida DIN, montaggio a parete - DIN rail, wall mounting

Tipo di cavo e distanza - Cable type and distance Twisted-Pair 0÷100 m

Indicatori LED - LED indicators Power, On-Link/Flash-data tx-rx Power 1, Power 2, Fault, Link Active/Speed

Connettore di alimentazione - Power connector Morsetto, doppia alimentazione - Clamp, dual power supply

Tensione d'ingresso - Input voltage 12 ÷ 30 VDC

Consumo energetico totale 
Total power consumption

<5 W <6 W <10 W

Topologia network - Network topology Stella, Bus, Albero, Ibrida - Star, Bus, Tree, Hybrid

Funzioni supportate - Supported functions

Dimensioni - Dimensions (W×H×D) 26 x 95 x 75 mm 30 x 140 x 95 mm 67 x 142 x 99 mm

Peso - Weight 0,3 kg 0,52 kg 1,12 kg

Temperatura operativa - Operating temperature -10°C... +65°C

Umidità relativa -Relative humidity 5% ~ 90%

Raffreddamento -Cooling Senza ventola, raffreddamento naturale - Fanless natural cooling

Conforme - Compliance CE EN55032/EN61000-6-4 Class A, FCC Part 15 Subpart B Class A, CE EN55024/EN61000-6-2

Certificazioni -Certifications UL / CE / RoHS / FCC

DIMENSIONI [mm] - Dimensions [mm]

ESNU


