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Alimentatori monofase
Single-phase power supplies

Alimentatori stabilizzati switching AC/DC per guida DIN
AC/DC switching power supplies for DIN rail
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ADJ

DC OK
• Contatto chiuso:

uscita ON
• Contatto aperto:

uscita OFF, uscita
in cortocircuito

• Contact closed:
output ON

• Contact open:
output OFF, output
short-circuited
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Elevata efficienza fino al 94%.
Elevata corrente di picco (150% della corrente nominale per 3 secondi).
Design ultra sottile con solo 32 mm di larghezza.
Temperatura di funzionamento: -40°C... +70°C.
PFC attivo.
Sistema SELV.
Tensione di alimentazione universale 85-264 VAC (127-370 VDC).
Protezione da sovraccarico con circuito a corrente costante.

High efficiency up to 94%.
High peak current (150% of the rated current for 3 seconds).
Ultra slim design with only 32 mm width.
Operating temperature: -40°C... +70°C.
Active PFC function.
SELV system.
Universal power supply voltage 85-264 VAC (127-370 VDC).
Overload protection with constant current circuit.

CARATTERISTICHE MECCANICHE - Mechanical features

Dimensioni [mm] - Case size [mm] 32 x 124 x 110

Materiale custodia - Case material Metallo - Metal

Peso - Weight 490 g

CONFIGURAZIONE PIN - Pin assignment

7 - 8 devono essere collegati a terra 

Note:
Unità di misura: mm [inch]
DC ON: LED di indicatore stato output
ADJ: Regolazione tensione in uscita

7 - 8 must be grounded 

Note:
Unit: mm [inch]
DC ON: Output status indicator LED
ADJ: Output adjustable regulation
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MODELLI
Models

Codice
Code

Tensione d'ingresso
Input voltage

Potenza d'uscita
Output wattage

Tensione d'uscita
Output voltage

Corrente d'uscita
Output current

Fattore di potenza
Power factor

Efficienza 
Efficiency

GSA SWP05/24 0160002605
85÷264 VAC 120 W

24 VDC 5 A
0,94

>94%

GSA SWP05/12 0160002606 12 VDC 10 A >93,5%

PIN - OUT

PIN Mark

1
DC OUTPUT –V

2

3
DC OUTPUT +V

4

5 N (AC) / + (DC)

6 L (AC) / – (DC)

7

DC OK

15


